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i 

j Application No,: 10/679,633 

Amendments to the Claims: 
i The following Listing of Claims will replace all prior versions, and listings, of claims in 

the application: 

Listing of Claims 

1 . (Currently Amended) An apparatus for flame-perforating film, comprising: 
a frame; 

■ a support surface attached to the frame, wherein the support surface includes a plurality of 

lowered portions; 

a liquid applicator attached to the frame for applying liquid onto the support surface: 
j a burner attached to the frame opposite the support surface, wherein the burner supports a 

flame; 

a burner pipe connected to the burner; and 

an oxygen-enrichment system connected to the burner pipe. 

2. (Original) The apparatus of claim 1, comprising a film contacting the support surface, 
wherein the flame of the burner is directed towards the film. 

3. (Original) The apparatus of claim 2, further comprising a backing roll attached to the 
frame, wherein the backing roll includes the support surface, and wherein the film is wrapped 
around at least a portion of the support surface of the backing roll. 

4. (Original) The apparatus of claim 2, further including a preheat roll attached to the frame 
adjacent the support surface, wherein the preheat roll includes an outer surface, and wherein the 
outer surface of the preheat roll is heated for pre-heating the film prior to the burner. 

5. (Original) The apparatus of claim 4, wherein the outer surface of the preheat roll is 
heated greater than 74°C (165°F) for pre-heating the film prior to the burner. 
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6. (Original) The apparatus of claim 4, wherein the preheat roll is a nip roll attached to the 
! frame adjacent the backing roll, wherein the film is between the nip roll and the backing roll. 

I 

7. (Cancelled) 

8. (Currently Amended) The method apparatus of claim 6, wherein the burner is positioned 
such that the angle measured between the burner and the nip roll is less than 45°, wherein a 
vertex of the angle is positioned at an axis of the backing roll. 

9. (Original) The apparatus of claim 1, further comprising a mixer, connected to the burner 
I pipe, wherein the mixer facilitates the mixing of appropriate volumes of oxygen, air and a 

I gaseous hydrocarbon fuel to form the oxygen-enriched combustible mixture. 

10. (Original) The apparatus of claim 1 3 further including an air applicator attached to the 
frame adjacent the support surface for blowing air onto the support surface. 

11. -29. (Cancelled) 
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